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: 1704T 
 

OFFSET ROTATING RECEIVER, Ti 

Weight:  104 grams 
Weight Limit:  136 kg/ 300 lbs 

ALIGNMENT SET SCREW TORQUE VALUE: 133 in/lb or 15 NM 
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1.  Application 
The 1704T Offset Rotating Receiver is designed to 
work in conjunction with the EZ Adapt Series. This 
component series has the unique ability to adapt 
to any configuration of alignment necessary for the 
lower extremity prosthetics. The 1704T is designed 
to give 12.6mm offset and rotation when 
combined with our bases 1721T, 1214T & S, 1221S, 
1223T. It will also become an offset double ended 
adaptor when combined with 1705T.  Set screws 
should be torqued and thread locker applied after 
alignment is complete. 
 
 

Sample Configuration: 

 

 2.  Description 
The Offset Rotating Receiver is titanium 12.6mm 
offset adaptor with a female pyramid receiver on 
one end and threaded pylon on the opposite end. 
This titanium adapter gives the ultimate advantage 
in strength and versatility when space is limited. 
This light space saving device also gives the added 
benefit of rotation.  
 
3.  Warranty 
Warranty applies only when the product is used as  
intended without modification, following all 
manufacturer’s recommendations.  ST&G offers a 
2 year warranty on this product.    
 
4.  Declaration of Conformity 
ST&G as manufacturer declares that the 1704T, 
Offset Rotating Receiver, conforms to the 
requirements of 93/42/ EEC Guideline 
 

Notice* 
 
Tighten all the screws, which are side by side, 
using the torque wrench 
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Patient Data 
 
Height:  ________________                              
 
Weight:  ________________                       
 
Age:                                
 
 
 Sex:      Male               Female 
 
Length of residual limb:                       cm  
 
Date of fitting:         /           /                            .   
   
 
LOT Number: 

 
Special  remarks regarding the patient 
 
 
 
 
 
 
 
 
Description of problem/ Reason for return 
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